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Technical Datasheet

Portable / Handheld
MPCE IN100 SERIES

Ideal Lab/Site Tool for checking & Calibration of Pressure Gauges, Receiver Gauges & Loops etc.

SALIENT FEATURES

7 Segment 5 Full Digit  High Contrast Customized LCD Display
11 Engineering Units
Over Pressure Protection : 105% of specified Range
Pressure Transducer – all Media compatible with SS316

SPECIFICATIONS

Ranges -0.90 to 2 / 10 / 25/ 35 / 40 / 60 bar

Accuracy ±0.1% F.S.

Display Resolution Minimum 4½ digits

Display 7 Segment 5 Full Digit  High Contrast Customized LCD Display

Engineering Units Kg/cm2, bar, psi, kPa, inHg, inH2O, mmHg, mmH2O, mbar, Pa , Mpa

Pressure Connection 1/4” BSP (M)

Over Pressure Alarm 105% FS (Visual)

Type of Pressure &
Media Compatibility

Gauge & Compound Non-Corrosive Dry Gases or Liquid Compatible
with SS 316 Standard Stainless Steel

Battery Type & Life 7.5 VDC Internal Alkaline Battery; Approx. 600 Hours

Low Battery Indication Provided

Casing Aluminium Anodized

Range (bar)
Pressure / Engineering Units – Resolution

Kg/Cm2 bar PSI KPa inHg inH2O mmHg mmH2O mbar Pa MPa

2 0.0001 0.0001 0.001 0.01 0.01 0.01 0.1 1 0.01 1 0.0001

10 ~ 60 0.001 0.001 0.01 0.1 0.1 1 1 1 1 1 0.0001

STANDARD INCLUSIONS

 Pressure Indicator
 Hand Pump with Hose
 Quick Connector
 Carrying Case
 7.5 VDC Alkaline Battery
 Traceable Calibration Certificate
 Instruction Manual

 Set of Adaptors
⅛” BSP(F) X ¼” BSP (M)
½” BSP(F) X ¼” BSP (M)      BSP
⅜” BSP(F) X ¼” BSP (M)
⅛” NPT(F) X ¼” BSP (M)
¼” NPT(F) X ¼” BSP (M)      NPT
½” NPT(F) X ¼” BSP (M)
⅜” NPT(F) X ¼” BSP (M)

OPTIONAL (ADD-ON) ITEMS

 Calibration Certificates are issued in Accordance with our Scope as granted by NABL per ISO/IEC 17025:2017 Standards

               
                                                  
                                  
                                                                                  

                                                                                  
                                                                 

              

                                                                                                                               



Technical Datasheet

Portable / Handheld
MPCE IN100 SERIES

Ideal Lab/Site Tool for checking & Calibration of Pressure Gauges, Receiver Gauges & Loops etc.

SALIENT FEATURES

7 Segment 5 Full Digit  High Contrast Customized LCD Display
11 Engineering Units
Over Pressure Protection : 105% of specified Range
Pressure Transducer – all Media compatible with SS316

SPECIFICATIONS

Ranges 0 to 70 / 100 / 200 / 350 / 700 / 1000 bar

Accuracy ±0.1% F.S.

Display Resolution Minimum 4½ digits

Display 7 Segment 5 Full Digit  High Contrast Customized LCD Display

Engineering Units Kg/cm2, bar, psi, kPa, inHg, inH2O, mmHg, mmH2O, mbar, Pa , MPa

Pressure Connection 1/4” BSP (M)

Over Pressure Alarm 105% FS (Visual)

Type of Pressure &
Media Compatibility

Gauge & Compound Non-Corrosive Dry Gases or Liquid Compatible with
SS 316 Standard Stainless Steel

Battery Type & Life 7.5 VDC Internal Alkaline Battery; Approx. 600 Hours

Low Battery Indication Provided

Casing Aluminium Anodized

Range (bar)
Pressure / Engineering Units – Resolution

Kg/Cm2 bar PSI KPa inHg inH2O mmHg mmH2O mbar Pa MPa

70 0.001 0.001 0.01 0.1 0.1 1 1 1 1 1 0.0001

100 ~ 700 0.01 0.01 0.1 1 1 1 1 1 1 1 0.001

1000 0.1 0.1 1 1 1 1 1 1 1 1 0.01

STANDARD INCLUSIONS

 Pressure Indicator
 Hand Pump with Hose
 Quick Connector
 Carrying Case
 7.5 VDC Alkaline Battery
 Traceable Calibration Certificate
 Instruction Manual

 Set of Adaptors
⅛” BSP(F) X ¼” BSP (M)
½” BSP(F) X ¼” BSP (M)      BSP
⅜” BSP(F) X ¼” BSP (M)
⅛” NPT(F) X ¼” BSP (M)
¼” NPT(F) X ¼” BSP (M)      NPT
½” NPT(F) X ¼” BSP (M)
⅜” NPT(F) X ¼” BSP (M)

OPTIONAL (ADD-ON) ITEMS

 Calibration Certificates are issued in Accordance with our Scope as granted by NABL per ISO/IEC 17025:2017 Standards

               
                                                  
                                  
                                                                                  

                                                                                  
                                                                 

              

                                                                                                                               



Technical Datasheet

Ideal Lab / Site Tool for checking & Calibration of Pneumatic Pressure / Differential Pressure Gauges /
Switches / Transmitters / Receiver Gauges etc.

SALIENT FEATURES

Digital Pressure Indicator with matching Pneumatic Hand Pump with Vernier
Silicon Keys
Selectable Engineering Pressure Units
DC Current Measurement
Switch Test capability & Zero Offset facility
Pressure Transducer – all Media compatible with SS316
Low Battery Indication
Auto Power Off
Rugged Protection Holster
Ingress Protection Rating : IP 52

SPECIFICATIONS

Ranges -0.90 to 2 / 10 / 20 / 35 / 40 / 60 bar
Accuracy ±0.1% F.S.
Display Resolution Minimum 4½ digits
Display 7 Segment FSTN (Large) Display
Engineering Units (12) Refer Table below
mA Input 0 to 25 mA DC (Active)
Process Connection ½” BSP (M)
Over Pressure Alarm 105% FS (Audio / Visual)
Battery Type  9 Volts Alkaline

7 SEGMENT CLASSIFICATION OF ENGINEERING UNITS

Range
(bar)

Pressure / Engineering Units – Resolution
inH2O mH2O cmH2O mmH2O inHg mmHg Mbar kPa Mpa bar Kg/cm2 psi

2 0.1 0.01 1 1 0.001 0.1 1 0.1 0.001 0.001 0.001 0.01
10 1 0.1 1 -- 0.1 1 1 1 0.001 0.001 0.001 0.01

20 ~ 35 1 0.1 -- -- 0.1 -- 1 1 0.001 0.01 0.01 0.1
40 1 0.1 -- -- 1 -- -- 1 0.001 0.01 0.01 0.1
60 1 0.1 -- -- 0.1 -- -- 1 0.001 0.01 0.01 0.1

STANDARD INCLUSIONS

 Pressure Indicator with Hand Pump
 Test Leads & Seals Kit
 Hose with End Fittings
 9V Alkaline Battery
 Carrying Case
 Traceable Calibration Certificate
 Instruction Manual

 Set of Adaptors
⅛” BSP(F) X ¼” BSP (M)
½” BSP(F) X ¼” BSP (M)      BSP
⅜” BSP(F) X ¼” BSP (M)
⅛” NPT(F) X ¼” BSP (M)
¼” NPT(F) X ¼” BSP (M)      NPT
½” NPT(F) X ¼” BSP (M)
⅜” NPT(F) X ¼” BSP (M)

OPTIONAL (ADD-ON) ITEMS

 Rechargeable Battery with External Charger
 USB Interface
 ‘Calpress’ Calibration Software with Cable
 Calibration Certificates are issued in Accordance with our Scope as granted by NABL per ISO/IEC 17025:2017 Standards

               
                                                  
                                  
                                                                                  

                                                                                  
                                                                 

              

                                                                                                                            



Technical Datasheet

Ideal Lab / Site Tool for checking & Calibration of Hydraulic Pressure /
Differential Pressure Gauges / Switches / Transmitters / Receiver Gauges etc.

SALIENT FEATURES

Digital Pressure Indicator with matching Hydraulic Hand Pump with Vernier
Silicon Keys
Selectable Engineering Pressure Units
DC Current Measurement
Switch Test capability & Zero Offset facility
Pressure Transducer – all Media compatible with SS316
Low Battery Indication
Auto Power Off
Rugged Protection Holster
Ingress Protection Rating : IP 52

SPECIFICATIONS

Ranges 0  to 70 /100 / 200 / 250 /350 / 700 / 1000 bar
Accuracy ±0.1% F.S.
Display Resolution Minimum 4½ digits
Display 7 Segment FSTN (Large) Display
Engineering Units (12) Refer Table below
mA Input 0 to 25 mA DC (Active)
Process Connection ½” BSP (M)
Over Pressure Alarm 105% FS (Audio / Visual)
Battery Type & Life 9 Volts Alkaline

Typical Photo; Final Product look may vary
7 SEGMENT CLASSIFICATION OF ENGINEERING UNITS

Range
(bar)

Pressure / Engineering Units – Resolution
inH2O mH2O cmH2O mmH2O inHg mmHg Mbar kPa Mpa Bar Kg/cm2 psi

70 1 0.1 -- -- 1 -- -- 1 0.001 0.01 0.01 0.1
100 -- 1 -- -- 1 -- -- 1 0.01 0.1 0.1 1

200 ~ 350 -- 1 -- -- 1 -- -- -- 0.01 0.1 0.1 1
700 -- 1 -- -- -- -- -- -- 0.01 0.1 0.1 1

1000 -- 1 -- -- -- -- -- -- 0.1 1 1 1

STANDARD INCLUSIONS

 Pressure Indicator with Hand Pump
 Test Leads & Seals Kit
 Hose with End Fittings
 9V Alkaline Battery
 Carrying Case
 Traceable Calibration Certificate
 Instruction Manual

 Set of Adaptors
⅛” BSP(F) X ¼” BSP (M)
½” BSP(F) X ¼” BSP (M)      BSP
⅜” BSP(F) X ¼” BSP (M)
⅛” NPT(F) X ¼” BSP (M)
¼” NPT(F) X ¼” BSP (M)      NPT
½” NPT(F) X ¼” BSP (M)
⅜” NPT(F) X ¼” BSP (M)

OPTIONAL (ADD-ON) ITEMS

 Rechargeable Battery with External Charger
 USB Interface
 ‘Calpress’ Calibration Software with Cable
 Water Operated Hand Pump

 Calibration Certificates are issued in Accordance with
our Scope as granted by NABL per ISO/IEC 17025:2017
Standards

               
                                                  
                                  
                                                                                  

                                                                                  
                                                                 

              

                                                                                                                            



Technical Datasheet

Ideal Lab / Site Tool for checking & Calibration of Pneumatic Pressure / Differential Pressure Gauges /
Switches / Transmitters / Receiver Gauges / Loops etc.

SALIENT FEATURES

Digital Pressure Indicator with matching Pneumatic Hand Pump with Vernier
Silicon Keys
Selectable Engineering Pressure Units
DC Current & Voltage Measurement
Switch Test capability & Zero Offset facility
Loop Supply Provided
Pressure Transducer – all Media compatible with SS316
Low Battery Indication
Auto Power Off
Rugged Protection Holster
USB Interface
Ingress Protection Rating : IP 52

SPECIFICATIONS        Typical Photo; Final product look may vary

Ranges -0.90 to 2 / 10 / 20 / 35 / 40 / 60 bar
Accuracy ±0.05% F.S.
Display Resolution Minimum 5 digits
Display 7 Segment FSTN (Large) Display
Engineering Units Refer Table below
mA Input 0 to 50 mA DC
Volt Input 0 – 10V
Resolution for mA & Volt  0.001
Process Connection ½” BSP (M)
Over Pressure Alarm 105% FS (Audio / Visual)
Battery Type  7.4 Volts Rechargeable Battery

7 SEGMENT CLASSIFICATION OF ENGINEERING UNITS

Range
(bar)

Pressure / Engineering Units – Resolution
inH2O mH2O cmH2O mmH2O inHg mmHg Mbar kPa Mpa bar Kg/cm2 psi

2 0.01 0.001 0.1 1 0.00
1 0.1 0.1 0.01 0.0001 0.0001 0.0001 0.001

10 0.1 0.01 1 -- 0.01 0.1 1 0.1 0.0001 0.001 0.001 0.01
20 0.1 0.01 1 -- 0.01 1 1 0.1 0.0001 0.001 0.001 0.01

35 ~ 40 1 0.01 1 -- 0.1 1 1 0.1 0.0001 0.001 0.001 0.01
60 1 0.01 1 -- 0.1 1 1 0.1 0.0001 0.001 0.001 0.01

STANDARD INCLUSIONS

 Pressure Indicator with Hand Pump
 Test Leads & Seals Kit
 Hose with End Fittings
 External Charger
 Carrying Case
 Traceable Calibration Certificate
 USB Interface
 Instruction Manual

 Set of Adaptors
⅛” BSP(F) X ¼” BSP (M)
½” BSP(F) X ¼” BSP (M)      BSP
⅜” BSP(F) X ¼” BSP (M)
⅛” NPT(F) X ¼” BSP (M)
¼” NPT(F) X ¼” BSP (M)      NPT
½” NPT(F) X ¼” BSP (M)
⅜” NPT(F) X ¼” BSP (M)

OPTIONAL (ADD-ON) ITEMS

 ‘Calpress’ Calibration Software with Cable
 Calibration Certificates are issued in Accordance with our Scope as granted by NABL per ISO/IEC 17025:2017 Standards

               
                                                  
                                  
                                                                                  

                                                                                  
                                                                 

              

                                                                                                                           



Technical Datasheet

Ideal Lab / Site Tool for checking & Calibration of Pneumatic Pressure / Differential Pressure Gauges /
Switches / Transmitters / Receiver Gauges / Loops etc.

SALIENT FEATURES

Digital Pressure Indicator with matching Pneumatic Hand Pump with Vernier
Silicon Keys
Selectable Engineering Pressure Units
DC Current & Voltage Measurement
Switch Test capability & Zero Offset facility
Loop Supply Provided
Pressure Transducer – all Media compatible with SS316
Low Battery Indication
Auto Power Off
Rugged Protection Holster
USB Interface
Ingress Protection Rating : IP 52

SPECIFICATIONS        Typical Photo; Final product look may vary

Ranges -0.90 to 2 / 10 / 20 / 35 / 40 / 60 bar
Accuracy ±0.025% F.S.
Display Resolution Minimum 5 digits
Display 7 Segment FSTN (Large) Display
Engineering Units (12) Refer Table below
mA Input 0 to 50 mA DC
Volt Input 0 – 10V
Resolution for mA & Volt  0.001
Process Connection ½” BSP (M)
Over Pressure Alarm 105% FS (Audio / Visual)
Battery Type  7.4 Volts Rechargeable Battery

7 SEGMENT CLASSIFICATION OF ENGINEERING UNITS

Range
(bar)

Pressure / Engineering Units – Resolution
inH2O mH2O cmH2O mmH2O inHg mmHg Mbar kPa Mpa Bar Kg/cm2 psi

2 0.01 0.001 0.1 1 0.001 0.1 0.1 0.01 0.0001 0.0001 0.0001 0.001
10 0.1 0.01 1 -- 0.01 0.1 1 0.1 0.0001 0.001 0.001 0.01
20 0.1 0.01 1 -- 0.01 1 1 0.1 0.0001 0.001 0.001 0.01

35 ~ 60 1 0.01 1 -- 0.1 1 1 0.1 0.0001 0.001 0.001 0.01

STANDARD INCLUSIONS

 Pressure Indicator with Hand Pump
 Test Leads & Seals Kit
 Hose with End Fittings
 External Charger
 Carrying Case
 USB Interface & Cable
 ‘Calpress’ Calibration Software with Cable
 Instruction Manual

 Calibration Certificates are issued in Accordance with
our Scope as granted by NABL per ISO/IEC 17025:2017
Standards

 Set of Adaptors
⅛” BSP(F) X ¼” BSP (M)
½” BSP(F) X ¼” BSP (M)      BSP
⅜” BSP(F) X ¼” BSP (M)
⅛” NPT(F) X ¼” BSP (M)
¼” NPT(F) X ¼” BSP (M)      NPT
½” NPT(F) X ¼” BSP (M)
⅜” NPT(F) X ¼” BSP (M)

               
                                                  
                                  
                                                                                  

                                                                                  
                                                                 

              

                                                                                                                            



Technical Datasheet

Ideal Lab / Site Tool for checking & Calibration of Hydraulic Pressure / Differential Pressure Gauges /
Switches / Transmitters / Receiver Gauges / Loops etc.

SALIENT FEATURES

Digital Pressure Indicator with matching Hydraulic Hand Pump with Vernier
Silicon Keys
Selectable Engineering Pressure Units
DC Current & Voltage Measurement
Switch Test capability & Zero Offset facility
Loop Supply Provided
Pressure Transducer – all Media compatible with SS316
Low Battery Indication
Auto Power Off
Rugged Protection Holster
USB Interface
Ingress Protection Rating : IP 52

Typical Photo;
SPECIFICATIONS             Final Product look may vary

Range  0  to 70 / 100 / 200 / 250 /350 / 700 / 1000 bar
Accuracy ±0.05% F.S.
Display Resolution Minimum 5 digits
Display 7 Segment FSTN (Large) Display
Engineering Units (12) Refer Table below
mA Input 0 to 50 mA DC
Volt Input 0 to 10V DC
Resolution for mA & Volt 0.001
Process Connection ½” BSP (M)
Over Pressure Alarm 105% FS (Audio / Visual)
Battery Type  7.4 Volts Rechargeable Battery

7 SEGMENT CLASSIFICATION OF ENGINEERING UNITS

Range
(bar)

Pressure / Engineering Units – Resolution
inH2O mH2O cmH2O mmH2O inHg mmHg Mbar kPa Mpa bar Kg/cm2 psi

70 1 0.01 1 -- 0.1 1 1 0.1 0.001 0.01 0.01 0.1
100 1 0.1 -- -- 0.1 1 -- 1 0.001 0.01 0.01 0.1
200 1 0.1 -- -- 0.1 -- -- 1 0.001 0.01 0.01 0.1
250 -- 0.1 -- -- 0.1 -- -- 1 0.001 0.01 0.01 0.1
350 -- 0.1 -- -- 1 -- -- 1 0.001 0.01 0.01 0.1
700 -- 0.1 -- -- 1 -- -- 1 0.001 0.01 0.01 1

1000 -- 1 -- -- 1 -- -- -- 0.01 0.1 0.1 1

STANDARD INCLUSIONS

 Pressure Indicator with Hand Pump
 Test Leads & Seals Kit
 Hose with End Fittings
 External Charger
 Carrying Case
 Traceable Calibration Certificate
 USB Interface
 Instruction Manual

 Set of Adaptors
⅛” BSP(F) X ¼” BSP (M)
½” BSP(F) X ¼” BSP (M)      BSP
⅜” BSP(F) X ¼” BSP (M)
⅛” NPT(F) X ¼” BSP (M)
¼” NPT(F) X ¼” BSP (M)      NPT
½” NPT(F) X ¼” BSP (M)
⅜” NPT(F) X ¼” BSP (M)

OPTIONAL (ADD-ON) ITEMS

 ‘Calpress’ Calibration Software with Cable
 Water operated Hand Pump

 Calibration Certificates are issued in Accordance with
our Scope as granted by NABL per ISO/IEC 17025:2017
Standards

               
                                                  
                                  
                                                                                  

                                                                                  
                                                                 

              

                                                                                                                           



Technical Datasheet

Ideal Lab / Site Tool for checking & Calibration of Hydraulic Pressure / Differential Pressure Gauges /
Switches / Transmitters / Receiver Gauges / Loops etc.

SALIENT FEATURES

Digital Pressure Indicator with matching Hydraulic Hand Pump with Vernier
Silicon Keys
Selectable Engineering Pressure Units
DC Current & Voltage Measurement
Switch Test capability & Zero Offset facility
Loop Supply Provided
Pressure Transducer – all Media compatible with SS316
Low Battery Indication
Auto Power Off
Rugged Protection Holster
USB Interface   Typical Photo;
Ingress Protection Rating : IP 52   Final Product look

may vary
SPECIFICATIONS

Ranges 0  to 70 /100 / 200 / 250 /350 / 700 / 1000 bar
Accuracy ±0.025% F.S.
Display Resolution Minimum 5 digits
Display 7 Segment FSTN (Large) Display
Engineering Units Refer Table below
mA Input 0 to 50 mA DC
Volt Input 0 to 10V DC
Resolution for mA & Volt 0.001
Process Connection ½” BSP (M)
Over Pressure Alarm 105% FS (Audio / Visual)
Battery Type  7.4 Volts Rechargeable Battery

7 SEGMENT CLASSIFICATION OF ENGINEERING UNITS

Range
(bar)

Pressure / Engineering Units – Resolution
inH2O mH2O cmH2O mmH2O inHg mmHg Mbar kPa Mpa Bar Kg/cm2 psi

70 1 0.01 1 -- 0.1 1 1 0.1 0.001 0.01 0.01 0.1
100 1 0.1 -- -- 0.1 1 -- 1 0.001 0.01 0.01 0.1
200 1 0.1 -- -- 0.1 -- -- 1 0.001 0.01 0.01 0.1
250 -- 0.1 -- -- 0.1 -- -- 1 0.001 0.01 0.01 0.1
350 -- 0.1 -- -- 1 -- -- 1 0.001 0.01 0.01 0.1
700 -- 0.1 -- -- 1 -- -- 1 0.001 0.01 0.01 1

1000 -- 1 -- -- 1 -- -- -- 0.01 0.1 0.1 1

STANDARD INCLUSIONS

 Pressure Indicator with Hand Pump
 Test Leads & Seals Kit
 Hose with End Fittings
 External Charger
 Carrying Case
 USB Interface & Cable
 ‘Calpress’ Calibration Software with Cable
 Instruction Manual

 Calibration Certificates are issued in Accordance with
our Scope as granted by NABL per ISO/IEC 17025:2017
Standards

 Set of Adaptors
⅛” BSP(F) X ¼” BSP (M)
½” BSP(F) X ¼” BSP (M)      BSP
⅜” BSP(F) X ¼” BSP (M)
⅛” NPT(F) X ¼” BSP (M)
¼” NPT(F) X ¼” BSP (M)      NPT
½” NPT(F) X ¼” BSP (M)
⅜” NPT(F) X ¼” BSP (M)

OPTIONAL (ADD-ON) ITEM

• Water operated Hand Pump

               
                                                  
                                  
                                                                                  

                                                                                  
                                                                 

              

                                                                                                                            



Technical Datasheet

Ideal Lab / Site Tool for checking & Calibration of Hydraulic Pressure / Differential Pressure Gauges /
Switches / Transmitters / Receiver Gauges / Loops etc.

SALIENT FEATURES

Digital Pressure Indicator with matching Hydraulic Hand Pump with Vernier

Silicon Keys

Selectable Engineering Pressure Units

DC Current & Voltage Measurement

Switch Test capability & Zero Offset facility

Loop Supply Provided

Pressure Transducer – all Media compatible with SS316

Low Battery Indication

Auto Power Off

Rugged Protection Holster

USB Interface

Ingress Protection Rating : IP 52

SPECIFICATIONS         Typical Photo;  Final Product look may vary

Range  0 to 1400 / 2500 bar

Accuracy ±0.1% F.S.

Display Resolution Minimum 5 digits

Display 7 Segment FSTN (Large) Display

Engineering Units (12) Refer Table below

mA Input 0 to 50 mA DC

Volt Input 0 to 10V DC

Resolution for mA & Volt 0.001

Process Connection ½” BSP (M)

Over Pressure Alarm 105% FS (Audio / Visual)

Battery Type  7.4 Volts Rechargeable Battery

STANDARD INCLUSIONS

 Pressure Indicator with Hand Pump
 Test Leads & Seals Kit
 Hose with End Fittings
 External Charger
 Carrying Case
 Traceable Calibration Certificate
 USB Interface
 Instruction Manual

 Set of Adaptors
⅛” BSP(F) X ¼” BSP (M)
½” BSP(F) X ¼” BSP (M)      BSP
⅜” BSP(F) X ¼” BSP (M)
⅛” NPT(F) X ¼” BSP (M)
¼” NPT(F) X ¼” BSP (M)      NPT
½” NPT(F) X ¼” BSP (M)
⅜” NPT(F) X ¼” BSP (M)

OPTIONAL (ADD-ON) ITEMS

 ‘Calpress’ Calibration Software with Cable
 Water operated Hand Pump

 Calibration Certificates are issued in Accordance with
our Scope as granted by NABL per ISO/IEC 17025:2017
Standards

               
                                                  
                                  
                                                                                  

                                                                                  
                                                                 

              

                                                                                                                           



Technical Datasheet

Portable Semi-Automatic Pressure Calibrator
Pneumatic

SAPC-20
Handheld/Table-top

SALIENT FEATURES

Automatic Temperature Compensation (0 to 50°C)
Light Weight & Compact
Trendy, Elegant ‘Rugged’ Carry Case – Truly Portable

Large Graphic Display

Touch Membrane Keypad

Selectable Engineering Pressure Units
DC Current Measurement : 50 mA (Active) & 25 mA (Passive)
Switch Test capability & Zero Offset facility
Audio & Visual Alarms for Over Pressure

Pressure Transducer – all Media compatible with SS316
Rechargeable Battery with ‘Low Battery’ indication
Built-in Electric Pump

Typical Photo; Final Product look may vary
SPECIFICATIONS

Ranges -0.85 to 20 bar
Measurement Accuracy 0.05% FS
Temperature Compensation 0 to 50°C (Automatic)
Resolution Minimum 5 Digits
Display Large Graphic Display
Pressure Units Kg/cm2, Bar, mBar, PSI, mH2O, mmH2O, cmH2O, inH2O, ftH2O, mmHg, inHg, Atm, Mpa, Kpa, Pa
mA input 50 mA (Active Loop) & 25 mA (Passive Loop) Load Resistance : 800 Ω
Volts input 0 – 30 V DC
Resolution (mA / V) 0.001
Over Pressure Alarm 120% FS (Audio / Visual)
Pressure Switch Test Maximum 5V DC (approx.)
Instrument Casing Trendy, Elegant ‘Rugged’ Case – Truly Portable
Battery Rechargeable Battery & Charger
Low Battery Indication Provided
Pressure generation Integral / Built-in Electrical Pump
* Units selected depending on the range & resolution

STANDARD INCLUSIONS

 Digital Pressure Calibrator
 Set of Adaptors (BSP & NPT) - Brass (Ni. Plated) – 1 Set
 Test Leads & Seals Kit
 Hose with End Fitting
 External Battery Charger
 Instruction Manual

OPTIONAL (ADD-ON) ITEMS

 Calibration Certificates are issued in Accordance with our Scope as granted by NABL per ISO/IEC 17025:2017 Standards - Refer Table 1

               

                                       
                                                                                      
                                       

                                                                                                
                                                                                      

              
                                                                                                                               



Technical Datasheet

Differential Pressure Manometer
Pneumatic

DPM
Handheld Type

Ideal Lab / Site Tool for checking & Calibration of Pneumatic Pressure /
Differential Pressure Gauges / Switches / Transmitters / Receiver Gauges / Loops etc.

SALIENT FEATURES

Silicon Keys
Selectable Engineering Pressure Units
DC Current & Voltage Measurement
Switch Test capability & Zero Offset facility
Loop Supply Provided
Pressure Transducer – all Media compatible with SS316
Low Battery Indication
Auto Power Off
Rugged Protection Holster
USB Interface
Ingress Protection Rating : IP 52

Typical Photo; Final product look may vary
SPECIFICATIONS

Ranges 0 to 25 mbar / 70 mbar / 200 mbar / 300 mbar / 500 mbar / 1000 mbar / 2000 mbar
Accuracy ±0.2% F.S. (25 / 70 mbar)

±0.1% F.S. (200 / 300 / 500 mbar)
±0.05% F.S. (1000 / 2000 mbar)

Display Resolution Minimum 5 digits
Display 7 Segment FSTN (Large) Display
Engineering Units Refer Table below
mA Input 0 to 50 mA DC
Volt Input 0 – 10V
Resolution for mA & Volt 0.001
Over Pressure Alarm 105% FS (Audio / Visual)
Battery Type 7.4 Volts Rechargeable Battery

7 SEGMENT CLASSIFICATION OF ENGINEERING UNITS

Range
(mbar)

Pressure / Engineering Units – Resolution
inH2O mH2O cmH2O mmH2O inHg mmHg Mbar kPa Mpa bar Kg/cm2 psi

25 0.001 0.0001 0.001 0.01 0.0001 0.001 0.001 0.0001 0.0001 0.0001 0.0001 0.0001
70 0.001 0.0001 0.001 0.01 0.0001 0.001 0.001 0.0001 0.0001 0.0001 0.0001 0.0001

200 0.001 0.0001 0.01 0.1 0.0001 0.01 0.01 0.001 0.0001 0.0001 0.0001 0.0001
300 0.01 0.0001 0.01 0.1 0.0001 0.01 0.01 0.001 0.0001 0.0001 0.0001 0.0001
500 0.01 0.0001 0.01 0.1 0.001 0.01 0.01 0.001 0.0001 0.0001 0.0001 0.0001

1000 0.01 0.001 0.1 1 0.001 0.01 0.1 0.01 0.0001 0.0001 0.0001 0.001
2000 0.01 0.001 0.1 1 0.001 0.1 0.1 0.01 0.0001 0.0001 0.0001 0.001

STANDARD INCLUSIONS OPTIONAL (ADD-ON) ITEMS
 Digital Manometer
 Test Leads & Seals Kit
 External Charger
 Carrying Case
 Traceable Calibration Certificate
 USB Interface
 Instruction Manual

 Matching Pneumatic Hand Pump with Vernier
 ‘Calpress’ Calibration Software with Cable
 Calibration Certificates are issued in Accordance with our Scope

as granted by NABL per ISO/IEC 17025:2017 Standards
 Set of Adaptors

⅛” BSP(F) X ¼” BSP (M)
½” BSP(F) X ¼” BSP (M) BSP
⅜” BSP(F) X ¼” BSP (M)
⅛” NPT(F) X ¼” BSP (M)
¼” NPT(F) X ¼” BSP (M) NPT
½” NPT(F) X ¼” BSP (M)
⅜” NPT(F) X ¼” BSP (M)

               

                                       
                                                                                      
                                       

                                                                                                
                                                                                      

              
                                                                                                                           



Technical Datasheet

Table-top / Bench-top - Heavy Duty

Ideal Lab/Site Tool for checking & Calibration of Low Ranges of Pressure/Differential Pressure Gauges/Transmitters/Indicators, Pneumatic
Receiver Gauges, Control Valves, Pressure Transducers/Loops etc.- in Industrial & Marine Applications.

SALIENT FEATURES

Light Weight & Compact
Trendy, Elegant ‘Rugged’ Carry Case – Truly Portable
Automatic Temperature Compensation (0 to 50°C)
4.3” Colour Display with Touch Screen
Selectable Engineering Pressure Units
DC Current & Voltage Measurement
Switch Test capability & Zero Offset facility
Audio & Visual Alarms for Over Pressure
Pressure Transducer – all Media compatible with SS316
Rechargeable Battery with ‘Low Battery’ indication
Built-in Pump & Fine Adjustment Vernier Assembly
Ingress Protection IP 65

SPECIFICATIONS

Ranges -0.85 to 2 / 7 / 10 / 20 bar
Accuracy ±0.05% F.S.
Temperature Compensation 0 to 50°C (Automatic)
Display Resolution Minimum 5 digits
Display 4.3” Colour Display with Touch Screen
Engineering Units Kg/cm2, bar, mbar, PSI, mH2O, mmH2O, cmH2O, inH2O, ftH2O, mmHg, inHg, Atm, Mpa, Kpa, Pa
mA Input 4 – 20 mA, 0 - 50 mA (Active Loop) & 0 - 25 mA (Passive Loop); Loop Supply Provided
Volt Input 0 to 10V DC
Resolution (mA / V)  0.001
Pressure Switch Test Maximum 5V DC (approx.)
Over Pressure Alarm 105% FS (Audio / Visual)
Instrument Dimension 2, 7, 10 bar Models : 330 x 235 x 125 mm (Lx B x H)

20 bar Model : 330 x 235 x 200 mm (Lx B x H)
Instrument Weight (approx.) 2, 7, 10 bar Models : 4 Kg.; 20 bar Model : 6 Kg.

STANDARD INCLUSIONS OPTIONAL (ADD-ON) ITEMS
Digital Pressure Calibrator  Hose with End Fitting
Test Leads & Seals Kit External Charger
Traceable Calibration Certificate
Instruction Manual  Computer Interface
Set of Adaptors  BSP   NPT

⅛” BSP(F) X ¼” BSP (M) ⅛” NPT(F) X ¼” BSP (M)
½” BSP(F) X ¼” BSP (M) ¼” NPT(F) X ¼” BSP (M)
⅜” BSP(F) X ¼” BSP (M) ½” NPT(F) X ¼” BSP (M)

⅜” NPT(F) X ¼” BSP (M)

“Calpress” Calibration Software with Cable

Calibration Certificates are issued in Accordance
with our Scope as granted by NABL per ISO/IEC
17025:2017 Standards

               
                                                  
                                  
                                                                                  

                                                                                  
                                                                 

              

                                                                                                                                



Technical Datasheet

Table-top / Bench-top - Heavy Duty

Ideal Lab / Site Tool for checking & Calibration of Low Ranges of Pressure / Differential Pressure Gauges / Transmitters /
Indicators, Pneumatic Receiver Gauges, Control Valves, Pressure Transducers / Loops etc.- in Industrial & Marine Applications

SALIENT FEATURES

Light Weight & Compact
Trendy, Elegant ‘Rugged’ Carry Case – Truly Portable
Automatic Temperature Compensation (0 to 50°C)
4.3” Colour Display with Touch Screen
Selectable Engineering Pressure Units
DC Current & Voltage Measurement
Switch Test capability & Zero Offset facility
Audio & Visual Alarms for Over Pressure
Pressure Transducer – all Media compatible with SS316
Rechargeable Battery with ‘Low Battery’ indication
Built-in Pump & Fine Adjustment Vernier Assembly
Ingress Protection IP 65

SPECIFICATIONS

Ranges -0.85 to 2 / 7 / 10 / 20 bar
Accuracy ±0.025% F.S.
Temperature Compensation   0 to 50°C (Automatic)
Display Resolution Minimum 5 digits
Display  4.3” Colour Display with Touch Screen
Engineering Units Kg/cm2, bar, mbar, PSI, mH2O, mmH2O, cmH2O, inH2O, ftH2O, mmHg, inHg, Atm, Mpa, Kpa, Pa
mA Input 4 – 20 mA, 0 - 50 mA (Active Loop) & 0 - 25 mA (Passive Loop); Loop Supply Provided
Volt Input 0 to 10V DC
Resolution (mA / V)  0.001
Over Pressure Alarm 105% FS (Audio / Visual)
Instrument Dimension 2 / 7 / 10 bar Models : 330 x 235 x 125 mm (Lx B x H)

20 bar Model : 330 x 235 x 200 mm (Lx B x H)
Instrument Weight (approx.) 2, 7, 10 bar Models : 4 Kg. 20 bar Model : 6 Kg.

STANDARD INCLUSIONS OPTIONAL (ADD-ON) ITEMS
Digital Pressure Calibrator  Hoses with End Fitting
Test Leads & Seals Kit External Charger
Computer Interface   Instruction Manual
Calibration Certificates are issued in Accordance with our Scope as granted by
NABL per ISO/IEC 17025:2017 Standards
Set of Adaptors  BSP   NPT

⅛” BSP(F) X ¼” BSP (M) ⅛” NPT(F) X ¼” BSP (M)
½” BSP(F) X ¼” BSP (M) ¼” NPT(F) X ¼” BSP (M)
⅜” BSP(F) X ¼” BSP (M) ½” NPT(F) X ¼” BSP (M)

⅜” NPT(F) X ¼” BSP (M)

“Calpress” Calibration Software with Cable

               
                                                  
                                  
                                                                                  

                                                                                  
                                                                 

              

                                                                                                                                 



Technical Datasheet

Table-top / Bench-top - Heavy Duty

Ideal Lab / Site Tool for checking & Calibration of Pressure / Differential Pressure Gauges / Transmitters / Indicators / Control Valves,
Transducers / Loops etc.- in Industrial & Marine Applications

SALIENT FEATURES

Light Weight & Compact
Trendy, Elegant ‘Rugged’ Carry Case – Truly Portable
Automatic Temperature Compensation (0 to 50°C)
4.3” Colour Display with Touch Screen
Selectable Engineering Pressure Units
DC Current & Voltage Measurement
Switch Test capability & Zero Offset facility
Audio & Visual Alarms for Over Pressure
Pressure Transducer – all Media compatible with SS316
Rechargeable Battery with ‘Low Battery’ indication
Built-in Priming Pump & Fine Adjustment Vernier assembly
Ingress Protection IP 65

SPECIFICATIONS

Ranges 0 to 200 / 400 bar
Accuracy ±0.05% F.S.
Temperature Compensation 0 to 50°C (Automatic)
Display Resolution Minimum 5 digits
Display 4.3” Colour Display with Touch Screen
Engineering Units Kg/cm2, bar, mbar, PSI, mH2O, mmH2O, cmH2O, inH2O, ftH2O, mmHg, inHg, Atm, Mpa, Kpa, Pa
mA Input 4 – 20 mA, 0 - 50 mA (Active Loop) & 0 - 25 mA (Passive Loop); Loop Supply Provided
Volt Input 0 to 10V DC
Resolution (mA / V)  0.001
Medium Oil (Water : optional) #
Over Pressure Alarm 105% FS (Audio / Visual)
Instrument Dimension 330 x 235 x 125 mm (Lx B x H)
Instrument Weight (approx.) 6 Kg.

Other Special Ranges also available

STANDARD INCLUSIONS OPTIONAL (ADD-ON) ITEMS
Digital Pressure Calibrator  Hose with End Fitting
Test Leads & Seals Kit External Charger
Oil : 250 ml  Traceable Calibration Certificate
Instruction Manual  Computer Interface
Set of Adaptors  BSP   NPT

⅛” BSP(F) X ¼” BSP (M) ⅛” NPT(F) X ¼” BSP (M)
½” BSP(F) X ¼” BSP (M) ¼” NPT(F) X ¼” BSP (M)
⅜” BSP(F) X ¼” BSP (M) ½” NPT(F) X ¼” BSP (M)

⅜” NPT(F) X ¼” BSP (M)

“Calpress” Calibration Software with Cable

Calibration Certificates are issued in Accordance
with our Scope as granted by NABL per ISO/IEC
17025:2017 Standards

Water Operated Model #

               
                                                  
                                  
                                                                                  

                                                                                  
                                                                 

              

                                                                                                                                



Technical Datasheet

Table-top / Bench-top - Heavy Duty

Ideal Lab / Site Tool for checking & Calibration of Pressure / Differential Pressure Gauges / Transmitters / Indicators / Control Valves,
Transducers / Loops etc.- in Industrial & Marine Applications

SALIENT FEATURES

Trendy, Elegant ‘Rugged’ Carry Case – Truly Portable
Light Weight & Compact
Automatic Temperature Compensation (0 to 50°C)
4.3” Colour Display with Touch Screen
Selectable Engineering Units
DC Current & Voltage Measurement
Switch Test capability & Zero Offset facility
Audio & Visual Alarms for Over Pressure
Pressure Transducer – all Media compatible with SS316
Rechargeable Battery with ‘Low Battery’ indication
Built-in Priming Pump & Ram Screw Pump with Fine Adjustment Vernier
Ingress Protection IP 65

SPECIFICATIONS

Ranges 0 to 200 / 400 bar
Accuracy ±0.025% F.S.
Temperature Compensation 0 to 50°C (Automatic)
Display Resolution Minimum 5 digits
Display 4.3” Colour Display with Touch Screen
Engineering Units Kg/cm2, bar, mbar, PSI, mH2O, mmH2O, cmH2O, inH2O, ftH2O, mmHg, inHg, Atm, Mpa, Kpa, Pa
mA Input 4 – 20 mA, 0 - 50 mA (Active Loop) & 0 - 25 mA (Passive Loop); Loop Supply Provided
Volt Input 0 to 10V DC
Resolution (mA / V)  0.001
Pressure Switch Test Maximum 5V DC (approx.)
Medium Oil (Water : optional) #
Over Pressure Alarm 105% FS (Audio / Visual)
Instrument Dimension 330 x 235 x 125 mm (Lx B x H)
Instrument Weight (approx.) 6 Kg.

Other Special Ranges also available …

STANDARD INCLUSIONS OPTIONAL (ADD-ON) ITEMS
Digital Pressure Calibrator  Hoses with End Fitting (Pneumatic & Hydraulic)
Test Leads & Seals Kit Oil : 250 ml
External Charger  Computer Interface
Instruction Manual  Calibration Certificates are issued in Accordance with

our Scope as granted by NABL per ISO/IEC 17025:2017
Standards

Set of Adaptors  BSP   NPT
⅛” BSP(F) X ¼” BSP (M) ⅛” NPT(F) X ¼” BSP (M)
½” BSP(F) X ¼” BSP (M) ¼” NPT(F) X ¼” BSP (M)
⅜” BSP(F) X ¼” BSP (M) ½” NPT(F) X ¼” BSP (M)

⅜” NPT(F) X ¼” BSP (M)

“Calpress” Calibration Software with Cable

Water Operated Model #

               
                                                  
                                  
                                                                                  

                                                                                  
                                                                 

              

                                                                                                                                 



Technical Datasheet

Heavy Duty - Dual - Pneumatic & Hydraulic  Table-top / Bench-top

Ideal Lab / Site Tool for checking & Calibration of Pressure / Differential Pressure Gauges / Transmitters / Indicators / Loops, Pneumatic
Receiver Gauges, Control Valves, Pressure / Transducers etc.- in Industrial & Marine Applications

SALIENT FEATURES

Light Weight & Compact
Unique Combo 2-in-1 Space Saver
Housed in Rugged Carry Case
Automatic Temperature Compensation (0 to 50°C)
4.3” Colour Display with Touch Screen
Selectable Engineering Pressure Units
DC Current & Voltage Measurement
Switch Test capability & Zero Offset facility
Audio & Visual Alarms for Over Pressure
Pressure Transducer – all Media compatible with SS316
Rechargeable Battery with ‘Low Battery’ indication
Digital Pressure Indicator with 2 integral / built-in Pumps & Fine
Adjustment Vernier
Ingress Protection IP 65

SPECIFICATIONS

Ranges -0.85 bar Vacuum to 20 bar (Pneumatic) & 0 to 400 bar (Hydraulic) (Oil)
Accuracy ±0.05% F.S.
Temperature Compensation 0 to 50°C (Automatic)
Display Resolution Minimum 5 digits
Display 4.3” Colour Display with Touch Screen
Engineering Units Kg/cm2, bar, mbar, PSI, mH2O, mmH2O, cmH2O, inH2O, ftH2O, mmHg, inHg, Atm, Mpa, Kpa, Pa
mA Input 4 – 20 mA, 0 - 50 mA (Active Loop) & 0 - 25 mA (Passive Loop); Loop Supply Provided
Volt Input 0 to 10V DC
Resolution (mA / V)  0.001
Pressure Switch Test Maximum 5V DC (approx.)
Medium Air & Oil (Water : optional) #
Over Pressure Alarm 105% FS (Audio / Visual)
Instrument Dimension 425 x 335 x 200 mm  (L x B x H)
Instrument Weight (approx..) 10 Kg.

STANDARD INCLUSIONS OPTIONAL (ADD-ON) ITEMS
Digital Pressure Calibrator  Hose with End Fitting (Pneumatic & Hydraulic)
Test Leads & Seals Kit External Charger
Oil : 250 ml  Traceable Calibration Certificate
Instruction Manual  Computer Interface
Set of Adaptors  BSP   NPT

⅛” BSP(F) X ¼” BSP (M) ⅛” NPT(F) X ¼” BSP (M)
½” BSP(F) X ¼” BSP (M) ¼” NPT(F) X ¼” BSP (M)
⅜” BSP(F) X ¼” BSP (M) ½” NPT(F) X ¼” BSP (M)

⅜” NPT(F) X ¼” BSP (M)

“Calpress” Calibration Software with Cable

Calibration Certificates are issued in Accordance
with our Scope as granted by NABL per ISO/IEC
17025:2017 Standards

Water Operated #

               
                                                  
                                  
                                                                                  

                                                                                  
                                                                 

              

                                                                                                                                



Technical Datasheet

Heavy Duty - Dual - Pneumatic & Hydraulic  Table-top / Bench-top

Ideal Lab / Site Tool for checking & Calibration of Pressure / Differential Pressure Gauges / Transmitters / Indicators / Loops, Pneumatic
Receiver Gauges, Control Valves, Pressure / Transducers etc.- in Industrial & Marine Applications

SALIENT FEATURES

Light Weight & Compact
Unique Combo 2-in-1 Space Saver
Housed in Rugged Carry Case
Automatic Temperature Compensation (0 to 50°C)
4.3” Colour Display with Touch Screen
Selectable Engineering Pressure Units
DC Current & Voltage Measurement
Switch Test capability & Zero Offset facility
Audio & Visual Alarms for Over Pressure
Pressure Transducer – all Media compatible with SS316
Rechargeable Battery with ‘Low Battery’ indication
Digital Pressure Indicator with 2 integral / built-in Pumps & Fine
Adjustment Vernier
Ingress Protection IP 65

SPECIFICATIONS

Ranges -0.85 bar Vacuum to 20 bar (Pneumatic) & 0 to 400 bar (Hydraulic) (Oil)
Accuracy ±0.025% F.S.
Temperature Compensation 0 to 50°C (Automatic)
Display Resolution Minimum 5 digits
Display 4.3” Colour Display with Touch Screen
Engineering Units Kg/cm2, bar, mbar, PSI, mH2O, mmH2O, cmH2O, inH2O, ftH2O, mmHg, inHg, Atm, Mpa, Kpa, Pa
mA Input 4 – 20 mA, 0 - 50 mA (Active Loop) & 0 - 25 mA (Passive Loop); Loop Supply Provided
Volt Input 0 to 10V DC
Resolution (mA / V)  0.001
Pressure Switch Test Maximum 5V DC (approx.)
Medium Air & Oil (Water : optional) #
Over Pressure Alarm 105% FS (Audio / Visual)
Instrument Dimension 425 x 335 x 200 mm  (L x B x H)
Instrument Weight (approx.) 10 Kg.

STANDARD INCLUSIONS OPTIONAL (ADD-ON) ITEMS
Digital Pressure Calibrator  Hoses with End Fitting (Pneumatic & Hydraulic)
Test Leads & Seals Kit Oil : 250 ml
External Charger  Computer Interface
Instruction Manual  Calibration Certificates are issued in Accordance with

our Scope as granted by NABL per ISO/IEC 17025:2017
Standards

Set of Adaptors  BSP   NPT
⅛” BSP(F) X ¼” BSP (M) ⅛” NPT(F) X ¼” BSP (M)
½” BSP(F) X ¼” BSP (M) ¼” NPT(F) X ¼” BSP (M)
⅜” BSP(F) X ¼” BSP (M) ½” NPT(F) X ¼” BSP (M)

⅜” NPT(F) X ¼” BSP (M)

“Calpress” Calibration Software with Cable

Water Operated #

               
                                                  
                                  
                                                                                  

                                                                                  
                                                                 

              

                                                                                                                                 



Table-top / Bench-top / Heavy Duty

Ideal Lab / Site Tool for checking & Calibration of Very Low Ranges of Pressure / Differential Pressure Gauges / Transmitters /
Indicators, Draft Gauges,  Pressure Transducers etc.- in Industrial & Marine Applications.

SALIENT FEATURES

Trendy, Elegant ‘Rugged’ Carry Case – Truly Portable
Light Weight & Compact
Automatic Temperature Compensation (0 to 50°C)
4.3” Colour Display with Touch Screen
Selectable Engineering Pressure Units
DC Current & Voltage Measurement
Switch Test capability & Zero Offset facility
Loop Supply provided
Audio & Visual Alarms for Over Pressure
Pressure Transducer – all Media compatible with SS316
Rechargeable Battery with ‘Low Battery’ indication
Built-in Pump & Fine Adjustment Vernier Assembly
Ingress Protection IP 65

SPECIFICATIONS

Ranges -8500 to +10000 mmH2O
Accuracy ±0.075% F.S.
Temperature Compensation 0 to 50°C (Automatic)
Display Resolution Minimum 5 digits
Display 4.3” Colour Display with Touch Screen
Engineering Units Kg/cm2, bar, mbar, PSI, mH2O, mmH2O, cmH2O, inH2O, ftH2O, mmHg, inHg, Atm, Mpa, Kpa, Pa
mA Input   4 – 20 mA, 0 - 50 mA (Active Loop) & 0 - 25 mA (Passive Loop); Loop Supply Provided
Volt Input 0 to 10V DC
Resolution (mA / V) 0.001
Over Pressure Alarm 105% FS (Audio / Visual)
Instrument Dimension 330 x 235 x 125 mm (L x B x H)
Instrument Weight (approx.) 4 Kg.

STANDARD INCLUSIONS OPTIONAL (ADD-ON) ITEMS
Digital Pressure Calibrator   Test Leads & Seals Kit
Hose with End Fitting   External Charger
Traceable Calibration Certificate  Instruction Manual
Computer Interface
Set of Adaptors  BSP   NPT

⅛” BSP(F) X ¼” BSP (M) ⅛” NPT(F) X ¼” BSP (M)
½” BSP(F) X ¼” BSP (M) ¼” NPT(F) X ¼” BSP (M)
⅜” BSP(F) X ¼” BSP (M) ½” NPT(F) X ¼” BSP (M)

⅜” NPT(F) X ¼” BSP (M)

“Calpress” Calibration Software with Cable

Calibration Certificates are issued in Accordance with
our Scope as granted by NABL per ISO/IEC 17025:2017
Standards

               
                                                  
                                  
                                                                                  

                                                                                  
                                                                 

              

                                                                                                                                 



Technical Datasheet 

Table-top / Bench-top - Heavy Duty
 

Ideal Lab/Site Tool for checking & Calibration of Low Ranges of 
Pressure/Differential Pressure Gauges/Transmitters/Indicators, Pneumatic 
Receiver Gauges, Control Valves, Pressure Transducers/Loops etc.- in 
Industrial & Marine Applications. 
 
SALIENT FEATURES 
 

Pressure measurement accuracy of ± (0.025 % reading + 0.01 % FS) 

Measure or Simulate 0 to 20 / 4 to 20 mA with Loop supply 

Informative Color Display with touch and Easy Operation 

The full color display is very easy to read. The main Pressure indications 
along with Transmitter output mA or Voltage indication and % is also 
displayed. 

 
 
 
 
 
 
 
 
 
 
 
 
 
SPECIFICATIONS 
 

Models NIPC 50-P NIPC 50-H NIPC 50-D 

Pressure Ranges 
-0.85 to 2 / 7 / 10 / 20 bar 0 to 200 / 400 bar 

-0.85 to 20 bar (Pneumatic) 
0 to 400 bar (Hydraulic) 

Resolution Minimum 5 digit 

Accuracy ±(0.025 % reading + 0.01 % FS) 

Temperature 
Compensation 

0 to 50°C (Automatic) 

Engineering units Kg/cm2, bar, mbar, PSI, mH2O, mmH2O, cmH2O, inH2O, ftH2O,  
mmHg, inHg, Atm, Mpa, Kpa, Pa 

mA Measure/Source 0 to 25.000 mA (with loop supply); ±(0.015 % of reading + 0.002 mA) 

Volts Measure  0 to 30.000 V Dc; ±(0.015 % of reading + 0.002V) 

Switch Test OPEN / CLOSE Capture the pressure reading 

Over Pressure Alarm 105% FS (Audio / Visual) 

Dimension (Lx B x H) 2, 7, 10 bar Models :  
330 x 235 x 125 mm 

20 bar Model : 330 x 235 x 200 

330 x 235 x 125 mm 425 x 335 x 200 mm 

Weight 2, 7, 10 bar - 4 Kg, 20 bar - 6 Kg 6 Kg 10 Kg 

(P.T.O) 



CALIBRATION SOFTWARE

The NIPC Series Pressure Calibrator is supplied with Nagman Pressure Calibration Software “Calpress “

Calibrations & Certificate generation for Documentation is controlled from a PC.

Calibration Types   :

•  Auto calibration
•  Semi-automatic
•  Manual

When the calibrator has reached the desired Pressure and stability it will prompt you to type in the UUT
Pressure.

STANDARD INCLUSIONS

 Basic Instrument
 Test Leads & Seals Kit
 Hoses with End Fitting
 External Charger
 Spare Fuses
 “Calpress” Calibration Software
 Calibration Certificates are issued in Accordance with our Scope as granted by NABL per ISO/IEC

17025:2017 Standards
 Instruction Manual
 Carrying Case
 Set of Adaptors

               
                                                  
                                  
                                                                                  

                                                                                  
                                                                 

              

                                                                                                                                  



 
 

По вопросам продаж и поддержки обращайтесь: 
 

Алматы (7273)495-231 
Ангарск (3955)60-70-56 
Архангельск (8182)63-90-72 
Астрахань (8512)99-46-04 
Барнаул (3852)73-04-60 
Белгород (4722)40-23-64 
Благовещенск (4162)22-76-07 
Брянск (4832)59-03-52 
Владивосток (423)249-28-31 
Владикавказ (8672)28-90-48 
Владимир (4922)49-43-18 
Волгоград (844)278-03-48 
Вологда (8172)26-41-59 
Воронеж (473)204-51-73 
Екатеринбург (343)384-55-89 
Иваново (4932)77-34-06 
Ижевск (3412)26-03-58 
Иркутск (395)279-98-46 
Казань (843)206-01-48 

Калининград (4012)72-03-81 
Калуга (4842)92-23-67 
Кемерово (3842)65-04-62 
Киров (8332)68-02-04 
Коломна (4966)23-41-49 
Кострома (4942)77-07-48 
Краснодар (861)203-40-90 
Красноярск (391)204-63-61 
Курск (4712)77-13-04 
Курган (3522)50-90-47 
Липецк (4742)52-20-81 
Магнитогорск (3519)55-03-13 
Москва (495)268-04-70 
Мурманск (8152)59-64-93 
Набережные Челны (8552)20-53-41 
Нижний Новгород (831)429-08-12 
Новокузнецк (3843)20-46-81 
Ноябрьск (3496)41-32-12 
Новосибирск (383)227-86-73 

Омск (3812)21-46-40 
Орел (4862)44-53-42 
Оренбург (3532)37-68-04 
Пенза (8412)22-31-16 
Петрозаводск (8142)55-98-37 
Псков (8112)59-10-37 
Пермь (342)205-81-47 
Ростов-на-Дону (863)308-18-15 
Рязань (4912)46-61-64 
Самара (846)206-03-16 
Саранск (8342)22-96-24 
Санкт-Петербург (812)309-46-40 
Саратов (845)249-38-78 
Севастополь (8692)22-31-93 
Симферополь (3652)67-13-56 
Смоленск (4812)29-41-54 
Сочи (862)225-72-31 
Ставрополь (8652)20-65-13 
Сургут (3462)77-98-35 

Сыктывкар (8212)25-95-17 
Тамбов (4752)50-40-97 
Тверь (4822)63-31-35 
Тольятти (8482)63-91-07 
Томск (3822)98-41-53 
Тула (4872)33-79-87 
Тюмень (3452)66-21-18 
Ульяновск (8422)24-23-59 
Улан-Удэ (3012)59-97-51 
Уфа (347)229-48-12 
Хабаровск (4212)92-98-04 
Чебоксары (8352)28-53-07 
Челябинск (351)202-03-61 
Череповец (8202)49-02-64 
Чита (3022)38-34-83 
Якутск (4112)23-90-97 
Ярославль (4852)69-52-93 

    
Россия +7(495)268-04-70 Киргизия +996(312)-96-26-47 Казахстан +7(7172)727-132  

 
nma@nt-rt.ru || https://nagman.nt-rt.ru/ 
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